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Our focus this month is firmly placed on the development of the Peak Large Bore Gauge Hanger.
With the onset of cutting edge data acquisition methods, a growing number of clients are looking for
100% mechanical & cost effective gauge hanging solutions. With the Gauge Hanger boasting an
extremely high load capacity, compact deployment length and a varied application range, the Peak
design ticks all the boxes. For more information please contact info@peakwellservices.com

WELL SERVICES

PEAK LARGE BORE GAUGE HANGER

SHORT, FLEXIBLE AND TO THE POINT...

Due to increasing demand, Peak have developed the Large Bore Gauge Hanger to carry downhole
data acquisition technology, which has made significant advancements in recent times with Acoustic
& Electromagnetic transmission of pressure & temperature data becoming extremely reliable.

Unlike dedicated profile or no-go type locking devices, the Peak Gauge Hanger has been specifi-
cally designed to set anywhere within the tubing for pin-point data acquisition. Utilising the patented
Peak SIM Lock Running Tool, the Hanger can be set 100% mechanically on slickline using the drag
spring & radial indexing mechanism. The Gauge Hanger has also been designed with flexibility in
mind and can be deployed on E-Line, Coiled Tubing or pyrotechnically using Slickline Firing Sys-
tem. The device is extremely short measuring 4ft (1.2m) in length with an effective length of 6.9ft
(2.1m) when made up to the Running Tool. The slickline toolstring is made up of a simple Stem &
Spang Jar arrangement with no requirement for complicated or long toolstring configurations.

The Peak Large Bore Gauge Hanger is not restricted to conveying modern technology. It can also
be used to carry traditional pressure / temperature gauges for acquiring static bottom hole pressure
or flowing gradient data. The large through bore improves flow rate compared to standard type lock
mandrels and conventional hanging devices. The applications for the Large Bore Gauge Hanger
can be extended to include an anchoring device as a platform for Stack-Up type Perforating Guns,
Sampling Tools, Swellable Packers for permanent zonal isolation and to also provide a barrier to
prevent unwanted movement of abandoned equipment in flowing wells. For more information please
contact info@peakwellservices.com

The New Peak Product Catalogue is available. The Catalogue comes
in both electronic & hard copy ring binder form and is designed in
such a way that when new products are released, you will be sent
the new printed Data Sheets which can be easily added to the folder.
Each copy delivered is registered to you and new releases will be
sent both electronically and in hard copy form ensuring the folder you
have is kept current. If you would like a copy please contact Peak
and we will dispatch a copy.

E info@peakwellservices.com
www.peakwellservices.com
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