
FPAL 
 
Peak are now fully registered with First Point Assessment Limited (FPAL). Within the 
UK Oil & Gas industry, FPAL offers a very effective supply chain solution by working to 
identify, evaluate and monitor suppliers, such as Peak on behalf of its purchasing 
members and creating the link between reputable suppliers and buyers. FPAL offers an 
online standard pre-qualification service, gathering key information about suppliers 
including financial performance; Health, Safety & Environmental policy; corporate 
responsibility; products and services data, checking the data and ensuring it is accurate 
and current for buyer communities. Time, money and effort are therefore saved in the procurement process for all parties. 
FPAL also offers a Performance Feedback tool allowing FPAL purchasers and suppliers to conduct a performance assessment 
during or following a piece of work. This allows Peak to meet customer satisfaction monitoring and continual improvement 
aspects of the ISO 9001:2008 standard and provides benchmarking as an effective business improvement tool. For 
purchasers, FPAL  provides an objective track record of supplier performance, helps manage supply chain responsibilities & 
can also be used as a filtering tool to differentiate suppliers.  
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 ▪ Spotlight on Australia 
NEXT ISSUE: "Think before you print."  

 - Please consider the environment before printing 

PEAK E-NEWS 
 
Welcome to Issue 30 of Peak e-News. With what can only be 
described as a difficult year, it is encouraging that our industry in 
general has made it through a very tough 12 months. With 
obvious uncertainty in the coming year, we are seeing some 
positive news in new developments across the globe and an 
element of confidence returning. From all at Peak we would like to 
thank all our customers for their ongoing support throughout 2009 
and wish them a very Merry Christmas and a Happy New Year. 

PEAK TUNGSTEN STEM 
 
Peak have now added Tungsten Stem to the 
Toolstring Product category answering many customer 
requests. Peak Tungsten Stem is primarily used to 
substitute standard stem in higher pressure 
applications to enable the wire or cable to run into the 
well against pressure & friction. The Peak Tungsten 
Stem can also be utilised during flowing gradient 
surveys to provide extra weight / mass to the toolstring 
to reduce tool lift. The stem weight also assists upward 
and downward jarring impact in conjunction with a 
mechanical type jar as well as allowing shorter 
toolstrings in height restricted applications due to the 
increased weight per foot. Made from the highest 
quality material, Peak Tungsten Stem is available in 
various lengths, diameters and connection options to 
suit standard and non-standard operations. The table 
below shows the standard Tungsten Stem details, 
however Peak can manufacture to suit customer 
requirements. 

O.D Length Connection Weight  
1.500" 3ft 15/16" SR 24.5 lbs 
1.500" 5ft 15/16" SR 43.5 lbs 
1.875" 3ft 1 1/16" SR 38 lbs 
1.875" 5ft 1 1/16" SR 67.5 lbs 
2.125" 3ft 1 1/16" SR 49 lbs 
2.125" 5ft 1 1/16” SR 88 lbs 
2.500" 3ft  1 9/16" SR 64.5 lbs 
2.500" 5ft  1 9/16" SR 114.5 lbs 

PUMP THRU CHECK VALVE 
 
Peak have developed the Pump Thru Check Valve 
which is designed to fit onto most standard wireline 
conveyed lock assemblies and is used when there is a 
requirement to hold pressure from below whilst 
allowing maximum pump through capability to cater for 
a number of applications. The back pressure type 
concept has been available to the industry for a 
number of years however the Peak design 
incorporates several key differentiating features 
including a reversible Metal to Metal Seal for optimum 
working life, a secondary Bronze Filled Teflon Seal to 
initiate metal to metal sealing at low pressures and 
mass reduction in the Piston Valve to reduce the 
stress loading on the Inconel Return Spring, again 
designed to extend working life. The design can also 
be used in conjunction with the Peak SIM Lock further 
increasing the versatility of the SIM System range.   

SPE ICoTA ROUND TABLE 
 
November saw hundreds of well intervention professionals gather at the Aberdeen Exhibi-
tion and Conference Centre for the 15th SPE ICoTA European Well Intervention Round 
Table. The Round Table’s international status was also reflected by the visit of the Agent 
General Government of Western Australia European Office. (Pictured left Mrs Kerry San-
derson with Peak UK Regional Manager Scott Mitchell and Mr Frank Rattray Chairman of 
ICoTA European Chapter, Marathon Oil). Peak UK would like to thank all who attended 
this event and made time to visit our stand. 
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